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Article-
number

Size
mm

Overall length
mm

Weight
gram

KEN5822560K 5,5 93 10

KEN5822570K 6 100 14

KEN5822580K 7 110 18

KEN5822590K 8 120 27

KEN5822600K 9 130 33

KEN5822610K 10 140 36

KEN5822630K 11 150 47

KEN5822640K 12 160 55

KEN5822660K 13 170 66

KEN5822670K 14 180 82

KEN5822680K 15 190 90

KEN5822690K 16 200 107

KEN5822700K 17 210 130

KEN5822710K 18 220 138

KEN5822720K 19 230 159

KEN5822730K 20 240 185

KEN5822740K 21 250 193

KEN5822750K 22 260 225

KEN5822760K 23 260 265

KEN5822770K 24 280 294

KEN5822780K 25 295 330

KEN5822790K 26 295 435

KEN5822800K 27 310 387

KEN5822810K 28 340 675

KEN5822850K 29 340 1 280

KEN5822820K 30 340 675

KEN5822830K 32 360 485

KEN5822840K 36 410 600

KEN5822860K 38 430 1 280

KEN5822870K 41 460 1 800

KEN5822880K 46 500 1 900

KEN5822890K 50 540 2 350

KEN5822891K 55 560 3 085

KEN5822892K 60 600 3 750

KEN5822893K 65 675 5 700

KEN5822894K 70 675 5 400

KEN5822895K 75 720 5 700

KEN5822896K 80 720 6 500

KEN5822897K 85 730 6 800

KEN5822898K 90 730 7 000

KEN5822899K 95 750 7 200

Datasheet

Combination spanner, metric - Kennedy
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• Metric combination spanner

• Manufactured from chrome vanadium steel

• With a satin finish body and highly polished heads

• Angle of open end offset: 15°

• Number of point: 12


