
• Robust and powerful angle grinder with maximum power density  
   in its class for quick work progress
• New, patent-pending Metabo Marathon motor with up to 50%  
   more torque and up to 20% higher overload capacity for quicker  
   removal and longer service life
• Tacho Constamatic (TC) Full-wave electronics: fast work progress  
   by means of constant speed under load
• M-Quick system for tool-free disc change at the touch of a 
   button by means of M-Quick flange nut
• Side handle Metabo VibraTech (MVT) handle vibration damping for  
   convenient continuous mode
• Metabo S-automatic safety clutch: minimises kick-back to the 
   lowest level when the disc jams unexpectedly - for maximum user  
   safety and swift progress
• Cable length 4 meter
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1398102 WE15-125 QUICK 220 1 550 11 000 3,5 125 11 000 M14 2,5*

Data sheet

Angle grinder - Metabo WE 15-125 Quick, 1550 Watt
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Revidert 20.12.2016Vi tar forbehold om trykkfeil og fremtidige endringer i spesifikasjoner.

*Weight without power cable

Comes with:
• Guard
• Inner support flange
• M-Quick flange nut
• Side handle
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Vibration

Surface grinding 6 m/s²

Uncertainty of 
measurement K 1,5 m/s²

Grinding with sandpaper 3,6 m/s²

Uncertainty of 
measurement K 1,5 m/s²

Noise emission

Sound pressure level 93 dB(A)

Sound power level (LwA) 104 dB(A)

Uncertainty of 
measurement K 3 dB(A)


