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Anti-seize lubricant - Loctite LB 8009
Art.no.: 0545200

100% metal-free lubricant to protect multiple types of metal fasteners against 
corrosion and seizure and keep the machine running efficiently – even at 
extremely high temperatures up to 2400°F.

For an anti-seize lubricant paste that is free from lead, copper, sulfur, and their 
compounds, there’s LOCTITE® LB 8009. It’s suitable for use with a variety of metals 
including aluminum, titanium, stainless steel and other nickel alloys and can be 
applied on bolts, screws, studs, pipe joints, nuts, plugs, bushing, extruding and 
forming dies, heat exchangers, shear blades, metal bending, mechanical 
packings, etc. LOCTITE® LB 8009 is resistant to extremely high temperatures - up 
to 2400°F - making it ideal for use in large-scale industrial applications, such as 
chemical plants, oil refineries, power plants, ship and aerospace manufacturing 
and service, paper mills, steel mills and foundries, and synthetic fibre plants. 

Metal-free for applications requiring a copper and nickel free product
Fortified with graphite and calcium fluoride
Resistant to high temperatures up to 2400°F (1315°C)
NLGI grade of 1

Min. temp. -30°C

Max. temp. +1 315°C

Brand Loctite

HS code 34031980

COO USA

Sales unit: PCS

Master packaging (pcs) 12

Read more about the product here:
https://john-dahle.no/product?number=0545200
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