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Life buoy light - Daniamant L90
Art.no.: 0826001

The Daniamant L90 LED is the upgraded version of the popular L90 lifebuoy light. 
Featuring modern LED technology, improved performance, and an 
environmentally friendly design, it provides reliable, SOLASapproved safety 
lighting for all types of vessels.

The Daniamant L90 LED replaces the original L90 model while retaining the same 
physical design, making it directly compatible with existing brackets and 
mounting systems.

This upgraded version meets all current SOLAS, MED, USCG, and TC standards 
and delivers a minimum of 2 candela light output with at least 2 hours of 
operating time—often lasting significantly longer. Its durable HDPE housing is 
built to withstand harsh marine conditions, featuring IP68 water tightness and 
certified submersion to 50 meters for one hour.

The light activates automatically via a tilt switch and includes a 1meter lanyard. It withstands drop heights up 
to 76 meters and operates between –1 °C and +30 °C, with storage capability down to –30 °C. It uses five LR20 
1.5V alkaline batteries, which should be replaced annually with approved types.

Weight 1180 g

Model L90

Brand Daniamant

HS code 85131000

COO DNK

Sales unit: PCS

Master packaging (pcs) 0

Read more about the product here:
https://john-dahle.no/product?number=0826001
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