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Contact adhesive - Casco S9 Super
High-strength contact adhesive designed for demanding bonding applications 
without pressure.

Casco S9 Super is a solvent-based contact adhesive designed for bonding 
materials such as PVC, plastic laminates, rubber, wood, leather and metal. It is 
particularly useful in applications where pressing or clamping is not possible.

The adhesive offers excellent resistance to oil, petrol, water and alkalis, making it 
suitable for demanding industrial and maintenance environments.

Surfaces must be clean, dry and free from dust before application. The adhesive 
is applied to both surfaces and must dry before bonding. Typical drying time 
ranges from 15 to 40 minutes depending on amount, temperature and material 
type.

Not suitable for soft PVC, certain rubber types, polyethylene (PE), polypropylene (PP), Styrofoam™ or asphalt-
coated substrates.

Key Features

Solvent-based contact adhesive
Strong and flexible bonding
Suitable where clamping is not possible
Excellent resistance to oil, petrol, water and alkalis
Drying time: approx. 15–40 minutes
Temperature resistance: -20 °C to +70 °C
Minimum application temperature: +15 °C

Applications

Bonding PVC, laminates and rubber
Wood, leather and metal
Industrial maintenance and assembly
Situations without mechanical pressure

Safety

Flammable and harmful
Flash point approx. 0 °C
Use in well-ventilated areas
Store between +5 °C and +15 °C
For professional use only
Contains substances classified as explosive precursors

Read more about the product here:
https://john-dahle.no/product?number=0543335VM
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