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Activator - LOCTITE® 7471
Art.no.: 0545194

LOCTITE® SF 7471 is a reliable cure-speed activator designed to improve the 
performance of anaerobic adhesives and sealants, especially on difficult 
surfaces and in low-temperature environments.

LOCTITE® SF 7471 is a transparent, yellow-to-amber, acetone-based activator 
formulated to enhance the cure speed of LOCTITE® anaerobic adhesives and 
sealants. It is particularly suitable for use on passive metals and inactive 
surfaces, where curing can otherwise be slower.

The product is ideal for applications involving large bond gaps and performs 
well in low-temperature conditions (below 15°C / 59°F), ensuring consistent and 
efficient curing.

With an on-part life of up to 7 days, LOCTITE® SF 7471 is well suited for pre-applied 
processes in industrial production environments.

Key Features:

Enhances cure speed on passive and inactive surfaces
Suitable for low-temperature curing (< 15°C / 59°F)
Ideal for large bond gaps
Transparent yellow/amber colour
Acetone-based
On-part life: ≤ 7 days
Application method: pre-applied

Volume 150.0 ml

Brand LOCTITE®

HS code 38159090

COO NLD

Sales unit: PCS

Master packaging (pcs) 12

Read more about the product here:
https://john-dahle.no/product?number=0545194
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